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JOLE UNIC COB LED

BODY
SOURCE

ELECTRIC EQUIPMENT

CHARACTERISTICS

UPON REQUEST

Die cast aluminium internalspot and steel frame
Chip On Board (COB) LED Module

Constant Current LED Driver e On/0ff e Push Button e Dim 1-10V e Emergency e Dali e Phase Cut

CCT 3000K - 4000K e CRi 80 e Chromaticity <3SDCM e Protection degree IP 20 « LOR 91
Power Factor 0,96

Constant Lumen Operation e CCT 2700K & 3500K e CRi 90 & 97

MOTION Double motion
REGULATION Manufactured in accordance with the Regulation EN 60598-1 and CE 93/68/EOK
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- REFLECTOR LED
CODE WATT KELVIN CRI DEGREES DRIVER COLOUR
16,2W 19° ON - OFF WHITE
80
23,2W 3000K DALI
30,4W 24 DIM1-10V BLACK
90
359w 40° PUSH BUTTON ALUMINUM
41,6W 4000K PHASE CUT
97 . *
49,3W 60 EMERGENCY OTHER
FINAL CODE
(WATT) (KELVIN) (R (REFLECTOR DEGREES)  (LED DRIVER) (COLOUR)
* ia va dnptoupynoete tov teAikd KwoIka Tou npoidviog nou eniBupeite, npooBEate PETd Tov apXIKO KwOIKO Toug
nou Bpiokovtal péoa oug napevBéaelg avdoya pe v emhoyn oag. ***ABéatpo Kal
o€ GMa xpwpata and o xpwpatoAdyto otn gehida 10.
COLOUR 16,2W 23,2W 30,4W 359w 41,6W 49,3W
KELVIN lm LmW Lm LmW Lm LmwW Lm LmW Lm LmW Lm LmW
3000K 2854 176 3899 168 4888 161 5596 156 6278 151 7247 147
4000K 30M 186 4115 177 5159 170 5907 165 6628 159 7638 155

*Luminus flux & power consuption of led. Gwrewn pon & katavahwan nupriva led.



