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MIDI CIRCO DUBLU COB LED

BODY Die cast aluminium internalspot and steel frame
SOURCE Chip On Board (COB) LED Module
ELECTRIC EQUIPMENT  Constant Current LED Driver e On/Off e Push Button e Dim 1-10V e Emergency e Dali e Phase Cut

CCT 3000K - 4000K e CRi 80 e Chromaticity <3SDCM e Protection degree IP 20 « LOR 91
Power Factor 0,96

UPON REQUEST Constant Lumen Operation e CCT 2700K & 3500K e CRi 90 & 97
REGULATION Manufactured in accordance with the Regulation EN 60598-1 and CE 93/68/E0K

CHARACTERISTICS

REFLECTOR LED EE
* £ €
CODE WATT KELVIN CRI DEGREES DRIVER COLOUR Sg
ON - OFF T x
22,4W 80 12° WHITE € g
3000K DALI
32,4W DIM1-10V BLACK
90 24°
46,4W PUSH BUTTON ALUMINUM 330 mm
4000K PHASE CUT .
53,4W 7 b OTHER™* -
) EMERGENCY
FINAL CODE
(WATT) (KELVIN) (R)  (REFLECTOR DEGREES)  (LED DRIVER) (COLOUR)
* To create the final product code add after their original prefix the , inside the parentheses,

according to your choice. **Available in other colours, see page 10.

COLOUR 11,2W 16,2W 23,2W 26,7W
KELVIN lm LmW Lm LmW Lm LmW Lm LmW
3000K 2027 181 2854 176 3899 168 4400 165
4000K 2139 191 30 186 4115 177 Lbhh 174

*Luminus flux & power consuption of led. Gwrewn pon & katavahwan nupriva led.



