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NEW ASIA LED

Die cast aluminum
LED VOSSLOH ActiveLine LED Module e OSRAM PrevaLED Coin 50G1 Module (ON BOARD)
On/0ff e Push Button e Dali e Phase cut
CCT 3000K 4000K e CRi 80 e Chromaticity < 3SDCM e Protection degree IP 20

e LOR 92 e Power Factor 0,97

BODY
SOURCE
ELECTRIC EQUIPMENT
CHARACTERISTICS
REGULATION
CODE* WATT KELVIN
6,2W
,] 3000K
ﬂ*\% 9.3W
4000K
11.2W
10.7W 3000K
AL
129W | 4000K
WA (KELVIN)

i

cri | REFLECTOR LED
DEGREES DRIVER
12° ON - OFF
80 25° DALI
36° PHASE CUT
ON - OFF
2%
80 DALI
40°
PHASE CUT
FINAL CODE
(CR)  (REFLECTOR DEGREES)  (LED DRIVER)

* Mo va Snpioupynoete Tov 1eAiko Kwdikd Tou npaidvtog nou emBupeite, npooBéate petd tov apxikd KwdIko Toug
nou Bpiokovtal péca otig napevBéoeis avdoya pe v emihoyn aac.
**NiaBéotpo kal o€ AMa xpwpata and o xpwpatoAdylo otn oehida 10.

LED VOSSLOH ActiveLine LED Module Mﬂ

COLOUR 6,2W 9,3W 11,2W

TEMPERATURE @350mA @350mA @420mA
KELVIN m LmW Lm LmW Lm LmW
3000K 615 99 1200 129 | 1440 129
4000K 645 104 1252 135 1502 134

*Luminus flux & power consuption of led. Owtewn pon & katavdAwaon nupnva led.

Manufactured in accordance with the Regulation EN 60598-1 and CE 93/68/EOK
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OSRAM PrevalLED Coin 5061 Module =
COLOUR 10,7W 12,9W
TEMPERATURE @350mA @35l]mA
KELVIN m Lm/W Lm Lm/W
3000K 1100 103 1360 105
4000K 1200 | 112 | 1430 | 1M

*Luminus flux & power consuption of led. Qwtewvn pon

& katavahwon nupiva led.



