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ON/OFF
DALI
1-10V

Electrical Equipment:

Housing:
Extruded Aluminum Pro�le
Source:
Τ5 Fluorescent lamp
Optical System:
PMMA Opal Di�user

LINEAR LUMINAIRE WITH T5 FLUORESCENT
ATLAS T5 55

914915 1500 mm 1x49 W
918015 1500 mm 1x80 W

CODE WATT
SATIN
COVER

911406 600 mm 1x14 W
912406 600 mm 1x14 W
912109 900 mm 1x21 W
913909 900 mm 1x39 W
912812 1200 mm 1x28 W
915412 1200 mm 1x54 W
913515 1500 mm 1x35 W

LENGTH

Fluorescent luminaire Τ5/T16 G5            

Linear mounted on ceiling luminaire - pendant, made of anodized aluminum pro�le, painted with polyester powder.

Manufactured for the new generation of lamps Τ5 /T16 G5 with electronic transformer, ordinary or DIMMABLE (DALI or 1-10)  , 
in accordance with ΕΝ 60598-1, ΕΝ 60598-2-1 standards.  

With satin or transparent cover.          

POTENTIAL PLATING (CHROME PLATED – SATIN CHROME PLATED) FROM 60cm UP TO 90cm.  

Suitable for o�ces and conference halls, where quality lighting without glare is demanded.            
 

       
Luminaire T5/T16 G5 14-24W, External dimension 5,5x60 cm, height 7 cm.            
Luminaire T5/T16 G5 21-39W, External dimension 5,5x90 cm, height 7 cm.            
Luminaire T5/T16 G5 28-54W, External dimension 5,5x120 cm, height 7 cm.            
Luminaire T5/T16 G5 35-49-80W, External dimension 5,5x150 cm, height 7 cm

C E IP
20I

WHITE
01

BLACK
03

*Upon request available to other 
  colors

ALUMINUM
26

MOUNTED ON CEILING 

2 years for the Ballast

Warranty

2


